
Subject to technical alterations.

Ball-ended hexagon key (metric)

With flat ball end and magnetic insert at the long end (from 
WAF 3 mm)
9-part in the flip key holder
Key: Ball-ended hexagon screwdriver, extra-long (mm) with 
flat ball end and magnetic insert at the long end (from WAF 
3 mm)
CHROME-VANADIUM, hardened and chromium-plated

Ball-ended hexagon screwdriver 
TURBALL - key holder

No. 911L-TB9D

Advantage:
- reliably secures inserted screws with hexagon socket
-  the ideal tool whenever screws are to be inserted in deep-seated, horizontal, ascending or 

descending bores
- achieves the maximum permitted torque thanks to the flat 25° ball end
- the practical folding bracket allows easy removal of the key

Order 
 no.

SW

[mm]

L1 x L2

[mm]

555046

1,5
2,0
2,5
3,0
4,0
5,0
6,0
8,0

10,0

91,5 x 15,5
102,0 x 18,0
114,5 x 20,5
129,0 x 23,0
144,0 x 29,0
165,0 x 33,0
186,0 x 38,0
208,0 x 44,0
234,0 x 50,0

Dimensions:

Recommendations

No. 911LG-HM9NI, 
page 27

No. 911LG-HZ13D, 
page 33
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Order 
 no.

Contents: A/F Weight

[g]

555046 1.5, 2, 2.5, 3, 4, 5, 6, 8, 10 mm 425




