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Subject to technical alterations.

with replaceable, hardened pins (version AZ), fully assembled. 
With hole for hanging up. Special steel, hardened and blued.

Hinged pin wrench
No. 764AZ

* Pin diameter = nominal diameter -0,1 mm (tolerance class h12)

pin wrenches

Replaceable, hardened pins (version AZ).
Special steel, hardened and blued. 
Drive: square socket

Hinged pin wrench with 
torque wrench socket

No. 764Md

* Pin diameter = nominal diameter -0,1 mm (tolerance class h12)

Note:
The set value for the torque wrench is dependant on insertion dimension „S“.
The operating manual provided with your torque wrench contains the requisite information and 
calculation formulae.

Ideal accessory for sizes 40 - 80 and 80 - 125: assortment box with loose pins (no. 764ZB-M6)

Recommendations

No. 764Md, 
page 54

No. 764ZB-M6, 
page 55

Note:
Ideal accessory for sizes 40 - 80 and 80 - 125: assortment box with loose pins (no. 764ZB-M6)

Order 
 no.

A dia. D* M L T Weight

[g]

40998 18 - 40 3 M4 150 5 100
41004 18 - 40 4 M4 150 5 100
41012 40 - 80 4 M6 220 6 265
41020 40 - 80 5 M6 220 6 265
41137 40 - 80 6 M6 220 6 265
41145 80 -125 6 M6 295 8 650
41152 80 -125 7 M6 295 8 650
41160 80 -125 8 M6 295 8 650
41277 125-200 8 M8 405 10 1590
41285 125-200 10 M8 405 10 1590

Order 
 no.

A Drive SW

[inch]

dia. D* Suitable for 
764AZ4 ØD*

M L S T T1 Weight

[g]

50096 18-40 1/2 - 3 + 4 M4 120 100 5 16,0 150
50104 40-80 3/4 - 4 + 5 + 6 + 7 + 8 M6 180 150 6 20,5 440
50112 80-125 3/4 - 4 + 5 + 6 + 7 + 8 M6 250 220 8 20,5 780
50146 18-40 1/2 4 - M4 120 100 5 16,0 155
50161 40-80 3/4 5 - M6 180 150 6 20,5 450
50179 40-80 3/4 6 - M6 180 150 6 20,5 455
50187 80-125 3/4 6 - M6 250 220 8 20,5 795
50195 80-125 3/4 8 - M6 250 220 8 20,5 800


