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Subject to technical alterations.

for nos. 764AZ, 764CC and 764Md pin wrenches with 
replaceable pins. Special steel, hardened and blued.

Loose pin with nut
No. 764AZ4

* Pin diameter = nominal diameter -0.1 mm (tolerance class h12)

loose pins

For flexible socket wrench no. 764AZ and 764Md  
2 pins each per size, incl. nuts in a clearly arranged 
assortment box.  
Loose pin no. 764AZ4: special steel, hardened and  
blued. 
Assortment box: transparent, reclosable

Assortment box with loose pins
No. 764ZB-M6

* Pin diameter = nominal diameter -0.1 mm; tolerance class h12.

Application:
Ideal for maintenance and service technicians, at the workbench and for do-it-yourselfers.

Recommendations

No. 764CC, 
page 53

No. 764AZ, 
page 54

Order 
 no.

Pin dia. Nut (DIN439) Usage 764AZ/764Md/764CC Box L x W x H Weight

[g]

50666 4-5-6-7-8 10 x M6 40-80 / 80-125 90 x 65 x 20 95

Order 
 no.

dia. D* dia. D1 L M Usage 764AZ/764Md/764CC Weight

[g]

47795 3 5,5 4,0 M 4 18-40 2
47803 4 7,0 5,0 M 4 18-40 2
50328 4 8,5 4,5 M 6 40-80 / 80-125 3
47787 5 8,5 5,5 M 6 40-80 / 80-125 5
47845 6 10,0 6,5 M 6 40-80 / 80-125 7
47852 7 11,0 7,0 M 6 40-80 / 80-125 8
47860 8 12,0 7,5 M 6 40-80 / 80-125 9
47878 8 12,0 7,5 M 8 125-200 14
47886 10 15,0 9,5 M 8 125-200 19


