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Subject to technical alterations.

for tightening milling arbor screws to DIN 6367. 
Special steel, hardened and blued.

Wrench for milling arbor screws
DIN 6368

The size given here is the diameter of the mandrel on the milling arbor.

Recommendations

DIN 894, 
page 66

No. 318, 
page 59

for use with the wrench for milling arbor screws to DIN 6368. 
Tempered to strength class 10.9

Milling arbor screws for the mandrel on 
the milling arbor

DIN 6367

Tempered to strength class 10.9

Milling arbor screws for the mandrel on 
the milling arbor with hexagon socket

No. 6367

The size given here is the diameter of the mandrel on the milling arbor.

The size given here is the diameter of the mandrel on the milling arbor.

wrenches for machine tools

Recommendations

ISO 2936LD, 
page 15

Order 
 no.

Size for DIN 6367 B1 D1 H L Weight

[g]

44727 13 M 6 6,1 18 16 160 75
44735 16 M 8 8,1 22 20 180 110
44743 22 M10 10,1 28 25 200 200
44750 27 M12 12,1 35 32 225 400
44768 32 M16 16,1 42 36 250 570
44776 40 M20 20,2 52 40 280 800
44784 50 M24 24,2 63 45 315 1100
44792 60 M30 28,2 76 50 355 1750

Order 
 no.

Size M D1 K L SW Weight

[g]

557113 16 M8 20 7 16 5 23
557114 22 M10 28 8 18 6 50
557115 27 M12 35 9 22 8 85
557116 32 M16 42 10 26 10 145
557117 40 M20 52 11 30 12 250

Order 
 no.

Size M B1 D1 K L Weight

[g]

557104 16 M8 8 20 6 16 17
557105 22 M10 10 28 7 18 35
557107 27 M12 12 35 8 22 60
557111 32 M16 16 42 9 26 110
557112 40 M20 20 52 10 30 190


